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SHUTTERING PLYWOOD TECHNICAL DETAILS

Product Type

Country of Origin
Thickness Tolerance
Available Dimension
Wood Specie
Thickness

Glue

Density

Bending Strength
Internal Bonding (IB)
Screw Strength (Edge)
Screw Strength (Face)

End Uses

www.patex.com.pk

Film Faced Plywood / Formwork Plywood
Pakistan

+0.5 mm

8’ X4 /1220mm x 2440mm

Poplar / Ceiba

12mm, 16mm, 18mm

MR (Moisture Resistance)

500 kg/m?

M.0.E8637.83 N/mm? | M.O.R 32.81 N/mm?
0.56 N/mm?

956 N

1092 N

Construction and Building Concrete Formwork
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CONTACT US

Al-Kazim Enterprises Ltd
Kaka Street, Timber Market.Karachi, Pakistan
+92-21-3273-0329 +92-21-3272-0176
info@patex.com.pk | www.patex.com.pk
@ /patex.pakistan ¥ /patex.pakistan
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VISIT US AT THE

PASEX
EXPERIENCE CENTER

PLOT # 29-C, LANE T, ITTEHAD COMMERCIAL, 0HA PHASE - V1, KARACH]
ADJACENT TO AGA KHAN LABDRATORY,

Phone # 021-33326336 - Moblle # 0300-0072839 | DI00-00(PATEX)




